
Thank you for choosing "DMX Ping"! This user manual has been designed to help 
you make the most of our software and efficiently work with the PlugIn.
Please read this manual carefully to ensure a smooth and successful conversion 
process. If you have any further questions, do not hesitate to contact our support
team.
We wish you success and enjoyment in using "DMX Ping"!

User Manual



1. Manual

1. Start plugin

2. Activate

Activating the plugin starts the DMX Ping process.

Once activated, the plugin continuously transmits a value on DMX channel 512 
of every available DMX universe.

The transmitted Decimal8 value always matches the corresponding universe number:

Universe DMX Channel Decimal8 Value
1 512 1
2 512 2
3 512 3
... 512 ...
99 512 99

This allows you to identify which DMX universe is present on a cable simply 
by reading the value on channel 512 with any DMX analyzer or compatible device.



Note: Only channel 512 is used. All other DMX channels remain unaffected.

⚠ Warning

Activating DMX Ping immediately transmits a value 
on DMX channel 512 of every DMX universe.

Before enabling the plugin, make sure you understand the impact on your DMX network. 
Any device that uses channel 512 for a critical function may react to the transmitted value.

This can include devices such as:

- Pyrotechnic controllers
- Flame projectors
- CO₂ or special effects
- Winches, motors, or other moving equipment
- Any device with safety-critical functions assigned to channel 512

Always verify your DMX patch before activating the plugin. 
If channel 512 is assigned to a critical function, 
disconnect the affected devices or ensure they cannot be triggered.

Thank you for your attention and interest in our user manual.

We hope this manual has assisted you in making the desired settings. 
Should you have any further questions or require assistance,
please do not hesitate to contact us at any time.

Contact

ma3.plugin.shop@freenet.de


